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FEATURES 
 Current transfer ratio 

（CTR：50%-600% at IF=5mA,VCE=5V） 

 High isolation voltage between inputc 

and output （Viso=5000V rms） 

 Creepage distance＞7.62mm 

 Pb free and ROHS compliant 

 UL/CUL Approved (File No. E340048) 

Description 
The PC817 series of devices each consist of an infrared 

Emitting diodes, optically coupled to a phototransistor detector. 

They are packaged in a 4-pin DIP package and available in  

Wide-lead spacing and SMD option. 

 

APPLICATIONS                                       
 Programmable controllers 
 System appliances,measuring instruments 
 Telecommunication equipments 
 Home appliances,such as fan heaters,etc 
 Signal transmission between circuits of different potentials  

And impedances 

MAXIMUM RATING @ Ta=25℃ unless otherwise specified 
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ELECTRICAL CHARACTERISTICS @ Ta=25℃ unless otherwise specified 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Rank Table of Current Transfer Ratio CTR 
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TYPICAL CHARACTERISTICS @ Ta=25℃ unless otherwise specified 
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TYPICAL CHARACTERISTICS @ Ta=25℃ unless otherwise specified 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
PACKAGE OUTLINE 

 

Plastic surface mounted package                                              SOD-123  
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Package Dimensions（All Dimensions in mm） 
PC817 

Dim Min Max 

A 6.40 6.60 

B 4.50 4.70 

C 7.90 8.30 

D 3.28 3.68 

E 2° 8° 

F 1.25 typ. 

H 2.70 2.90 

J 0.23 0.26 

K 8.86 9.31 

L 0.50 typ. 

M 2.44 2.64 

N 0.40 typ. 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
PC817M 

Dim Min Max 

A 6.40 6.60 

B 4.50 4.70 

C 7.90 8.30 

D 3.28 3.68 

F 1.25 typ. 

G 0.40 typ. 

J 0.23 0.26 

K 9.86 10.46 

L 0.50 typ. 

M 2.44 2.64 

N 2.08 2.48 
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PC817S1 

Dim Min Max 

A 6.40 6.60 

B 4.50 4.70 

C 7.90 8.30 

D 3.28 3.68 

F 1.25 typ. 

G 0.40 typ. 

H 0.00 0.20 

J 0.50 0.70 

K 9.80 10.30 

M 2.49 2.69 

 
 
 
 
 
 
 
 
 
 
 
 
Ordering Information 
Part Number Package Application part number 
PC817 

PC817M 

PC817S1 

4-pin DIP 

4-pin（leads with 0.4” spacing） 

4-pin（tape and reel packaging） 

PC817 

 
 
 
 
 


